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2. Room Cabinet Frame - Notched front and rear to
hang securely from the Wall Sleeve. Tabs at the bottom
rear attach to the Wall Sleeve for sidewall support.

3. Kick Plate - Attached to bottom of Cabinet Frame of
low intake models to provide finished appearance.

4. Front Panel Top fits into lip of Accent Strip. Bottom
secures to Wall Sleeve with rotary latching devices.

5. Room Cabinet Extension - Attaches to the rear of
the Cabinet Frame with four sheet metal screws and three
clips. Used only when wall thickness is less than twelve
inches.
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The Room Cabinet Installation

Introduction
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(ALL MODELS)

KICK PLATE
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U L T R A M A T E ™CNI

Assembly, Room Cabinet to Extension

For installations not requiring Extensions (i.e. walls are
twelve or more inches thick), skip to 'Room Cabinet
Installation".

1. Place Cabinet and Extension upside-down, with the
front of the Extension against the back of the Cabinet. Use
a large, flat, padded surface.

2. Secure the two pieces together with four sheet metal
screws, as shown

Room Cabinet Installation

If an Extension is to be used, it must first be attached to
the Cabinet.

1. Raise the Cabinet over the installation.

2. Lower the Cabinet onto the installation, insuring that:

a. The rear flange notches seat into the three offset hooks
in the horizontal strip (Hook Angle) on the top of the Wall
Sleeve.

b. The notches in the front of the Cabinet seat into the
two notches on the protruding vertical flanges of the Wall
Sleeve.

ROOM CABINET
EXTENSION

ROOM
CABINET
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